


?u)p.il;\l)/?'ikrlsairr::toalzltipnuﬁesriﬁtséFZonnect power of transmitter and receiver in series with 12V DC on power 2. Indicators POWER (GREEN) .Troubleshooting 11 .Specifications

As bel O O « Indicator turns on if TX and RX are powered, it will be off automatically after 30min.
S below: Receiver * Indicator of RX turns on if alarm activated
POWER ALARM .
P . « Indicator turns on if power-on again. ) Detection Outdoor 50m 100m 150m 200m 250m
| Power input O Symptom Possible cause Remedy distance Indoor 150m 300m 450m 600m 750m
- Transmitter  ALARM (RED) Detection method Simultaneous interruption of 3 infrared beams
@@ Control panel * ALARM indicator is always lighting if alarm activated; It will be off during arming. Interruption time 50ms,100ms,300ms,700ms(adjustable)
O]6)] 0©) 8.0ptic Axis Adjustment Power on, but power 1. No voltage on power cable; 1. Check PSU, voltage, cables and Frequencies 4 different frequencies (selectable)
S LED off 2. Broken circuit or short circuit; connectors Power and voltage DC9~30V/ACI~20V
3. Beyond specified voltage; Current consumption| 70mA max | 80mA max ‘ 90mA max ‘ 100mA max ‘ 110mA max
1. Set TX and RX same frequency by DIP switches 1&2. 4. PO‘?’er cable exceeds the Alarm cycle >1.5s
specified length
2. Adjust the beams vertically and horizontally, it is well P 9 Alarm output 1C. relay output (AC/DC30V, 1.0A max)
aligned if LED shows “99". Tamper NC. works when cover is removed
3.Do “walk test” to ensure it'll activate alarm normally. IP rating P65
If failed, please re-do alignment. If alignment keeps Operating temperature -25°C ~55°C
failing, please refer to troubleshooting. Humidity 95% max
Transmitter Receiver Receiver Transmitter - -
Correction angle Horizontal 180°(+90°), Vertical 20°(+10°)
- i When beam is 1. There is reflection or cross-talk 1. Change beam path or change i
* Wiring distance between the power supply and the detector should A 33:;3 I:e_allgn blocked, the alarm from other transmitters TX/RX f?e uenc pchannel ’ nstell Ioca.tlon ndoorfouidoor WallPole
not exceed the following table length. Warni Signal strength ar ) a y Weight 1670g
arning 71~90 Good LED does not 2. Walk speed set too long 2. Ensure 3 beams all blocked U bracket 4pos, 70.4°37.521.6mm, 5=1.6mm, stainless steel
Wire Voltage DC12V DC24V 1.The power wire can't exceed the listed 91~99 Best indicate, nor does 3. Alarm output cable is shorted or | 3. Change walk-speed setting - — : - . - :
diameter Length length. . . Pole mounting srew 8pcs, PM4*30mm
) ) the alarm relay switch damaged 4. Check RX terminal and
0.5mm2 ($0.8) 100m 500m 2.When connecting multiple detectors, tout cabl Attachment | Wall mounting screw 8pcs, PM4*25mm
the required cable length is divided by outputcable " " "
0.75mm? ($1.0) 150m 750m the corresponding number of units listed. Expansion pipe 8pcs, ®7*27mm, green

1.0mm? (P1.2) 200m 1000m 3.Don't connect the port with the voltage 9.Walk Test Installation paper 2pcs, W85*H220mm
or current which is over the normal i Voltage DCI~30V/ACI~20V

.‘::9 1.5mm? (®1.4) 250m 1250m specification. e
C E (additional Current 200mA max

9 q purchase) Temperature +60°C

7.DIP Switch Explanations Working condition| Auto Heating when it's <5°C and stop heating when it's>7°C

Please make sure the alarm

) . ) ) N indicator is off before testing. When beam is not 1.Beam is out of alignment; optical | 1. Adjust optical axis Note: When environment temperature lower than -20°C, please use heaters to ensure normal working.
1-DIP switeh show on the left side of the main PCB, as shown in following figure. O O’\ If not, redo the alignment. ¢ blocked, alarm LED | axis does notoverlap 2. Check objects between TX and RX Heater is non-polarized.
Power Alarm indicates activation | 2- There are objects between TX 3. Ensure the frequency of TX and RX
12 and RX is the same 12.Dimensio
Alarm Status L -
EECH' 3. Frequency is incorrect 4. Clean cover or user heater
3 * DIP switches 1&2: Set beam frequency. TX and RX 4.The cover is dirty or capped by 5. Check the voltage or wiring of TX 92mm 90.5mm 40mm
‘ B B m CH2 BHeat must be the same. 3 2 snow, frostand ice ‘
. i | — | —————
12 3 ; . ; Please do the test at the 3 following 5. TX s faulty or OFF B ==
ON —= = Egcm QPreheat * DIP switch 3: Set heater. Preheat is for test. If the 1 positions
Transmitter (TX) heater is installed, keep it on Heat position for 1. At the transmitter side
mmc”“ normal use 2. At the receiver side Ll | .
: Receiver 3. In the middle il I
Beam Frequency BO4 RS
Transmitter
False alarm 1. Bad wiring and fluctuant power 1. Check power, current and wiring 3 =
1 2 4 5 voltage 2. Change installation location o s aas) o
EB EE . Alarm indicator turns on when 2. Randomly blocked, like birds, 3. Strengthen installation base 3 il i 3
cHi 3 soms ® DIP switches 1&2: Set beam frequency. TX and RX O . beam is interrupted, test paper or leaves 4. Re-align ’__‘ } ” HH[
E BEB QBCHZ BHeat mﬂ ome  MUstbe the same. Power A,a,m'\ finished successfully. 3. The beams base is unstable e
‘ 1 345 * DIP switch 3: Set heater. Preheat is for test. If the heater 4. Outofalignment / }Hmﬁ —‘”H[
_— = —= Preheat m
ON EQCHB Q Em 0™ is installed, keep it on Heat position for normal use. Alarm Status =S =
Recelver (%) DIP switches 485: Set interruption ti bl i
. : Sone=Xl==nas
o4 700ms switches - setinterruption time. Note: If the alarm LED indicator is OFF even though the beams are completely blocked, refer to the poie=—=—=aa
— N =

Beam Frequency Interruption Time 50/100/300/700ms optional. “Trouble Shooting”. 0
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